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MANUFACTURER/SUPPLIER PRODUCT NAME 

PRE-
QUALIFIED 

FOR 
ANCHORING* 

WATER/GROUT RATIO* 
(for flowable consistency) 

A.H. Harris & Sons, Inc. 
Augusta, ME - (207) 622-0821 Harris Construction Grout  Yes 8.0 pts./50 lbs. 

ChemMasters 
Madison, OH - (800) 486-7866 Conset Grout-NY Yes 9.0 pts./50 lbs. 

Hilti, Inc. 
Tulsa, OK - (800) 879-8000 Hilti Multipurpose Grout (MG)   6.8 pts./50 lbs. 

Hilti, Inc. 
Tulsa, OK - (800) 879-8000 Hilti Precision Grout (PG)  8.0 pts./50 lbs. 

Kaufman Products, Inc. 
Baltimore, MD - (800) 637-6372 SureGrout Yes  6.8 pts./50 lbs.  

L&M Construction Chemicals, Inc. 
Omaha, NE - (800) 362-3331 CRYSTEX   8.5 pts./55 lbs. 

L&M Construction Chemicals, Inc. 
Omaha, NE - (800) 362-3331 DURAGROUT  8.0 pts./50 lbs. 

Sika Corporation 
Lyndhurst, NJ - (800) 933-7452 SikaGrout 212 Yes  6.5 pts./50 lbs. 

The Euclid Chemical Company 
Cleveland, OH - (800) 321-7628 NC Grout  Yes 8.0 pts./50 lbs. 

The Euclid Chemical Company 
Cleveland, OH - (800) 321-7628 NS Grout Yes 8.0 pts./50 lbs. 

The Euclid Chemical Company 
Cleveland, OH - (800) 321-7628 Tammsgrout Supreme  7.2 pts./55 lbs. 

Vexcon Chemicals, Inc. 
Philadelphia, PA - (888) 839-2661 CERTI-VEX® GROUT #1000   9.0 pts./50 lbs. 
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*Always follow manufacturer's instructions on bag and consult them for best water/grout ratio for particular temperature & humidity conditions. 

Re-certification of these products is required every 5 years in order to remain on the QPL. 
 
NOTE: These products are not to be used for any overhead sustained tension anchoring applications. Any sustained tension in non-
overhead applications will require pull-out and creep testing according to the Epoxy Anchoring Adhesives Product Acceptance Criteria.  
PLEASE NOTE: Products often times may have multiple uses. Products appearing on this particular list are expressly pre-qualified for 
this category of usage only. Do not use these products for any other application unless this product is noted on other lists. 
 
 
Sales Representatives seeking approval of a new product should submit their product's Materials Technical Data Sheet, Instructions for 
Installation, Material Safety Data Sheet, and a completed copy of the MaineDOT Preliminary Information for Product Evaluation Form.  
If you are experiencing difficulties reading or printing this page, or any page on the Qualified Products List website, please contact the 
Product Evaluation Coordinator at 207-624-3268. 
 
 
 
 
Last updated: January 29, 2016 

SILPRO LLC 
A.H. Harris & Sons, Inc. (207) 775-5764 SilproGrout 424 Yes 9.0 pts./50 lbs. 


